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the DESCO family of wall 
coatings spray applied 


by franchised applicators. 
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Other Desco products: Vinyl, Hylon, 


‘Nyocon and Star-Tex 


DESCO 
WALL COATINGS 


First in Lasting Protection 


OUR PURPOSE—AND HOW IT APPLIES TO YOU 


Having begun with a handful of applicators, the Desco International Association is today 
exactly what its name implies — a truly international organization with franchise holders in 
the United States, Canada, South Africa, East Asia and Australia. Every year we install mil- 
lions of square feet of Desco products throughout the world. 


There is room here for only a partial list of services, but among those offered free are: (1) 
samples of standard colors as well as custom colors for individual needs, (2) literature, tech- 
nical reports, more detailed product specifications of which only short forms are contained 
in this catalogue, (3) extensive research laboratory facilities for the development of answers 
to specific problems, and, (4) a complete architectural consultation service. News of these and 
similar services is contained in Desco Digest, our external house organ which we will be pleased 
to send you if you are not already receiving it. 


Through central training and controlled application by factory approved. franchised appli- 
cators, Desco International assures you of quality installation wherever your job may be. In 
short, we are firmly committed to the finest available in Permanent Surface Coatings — in 
the sincere belief that if we produce them, you will want to use them. 


DESCO INTERNATIONAL ASSOCIATION 


P.O. Box 74, Buffalo 5,N.Y. @ 315 Symington Ave., Toronto 9, Ontario,Canada 
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ULL. RATED 
DESCO GLAZETITE 


now at last! complete fire 
and smoke protection 
plus durable beauty 


Rated “0” in Flame Spread and “0 to 5” in Fuel 
Contributed by the Underwriters’ Laboratories, 
Desco Glazetite, in addition, guards against per- 
haps an even greater threat as far as human 
beings are concerned — smoke inhalation. Sta- 
tistics prove more people die from smoke than 
directly from burns. U.L. tests give Glazetite an 
amazing “0 to 10” Smoke Developed rating, an 
effectiveness at least four or five times better 
than any other product in its field. And the 
infinitesimal amount of smoke that is developed 
is completely non-toxic. Therefore U.L. rated 
Glazetite achieves the actual ultimate in pro- 
tection from fire and smoke. 


WHEN TO SPECIFY 
when appearance and ease of maintenance 
are musts 


Desco Glazetite provides limitless versatility. 
Special techniques permit filling and hiding of 


rough or porous surfaces, and it can be installed 
over all sound masonry backings. Should struc- 
tural cracking occur, Glazetite can be almost 
invisibly patched. 


The high inorganic content which resists deteri- 
oration due to oxidation assures years and years 
of maintenance-free service. 


for unlimited beauty 


Available in three beautiful finishes, embossed, 
plain or the unique blended — a wide choice of 
colors provides exciting design elements, unat- 
tainable in so many hard surface materials. 


for rugged protection 


Exceptional adhesion coupled with unusual re- 
sistance to impact and abrasion make Desco 
Glazetite tough and durable enough to meet 
the most exacting building standards. In addi- 
tion, Desco Glazetite is virtually unaffected by 
cleaning compounds, waxes and most acids and 
alkalis. 


when maximum sanitation conditions 
are needed 


The high gloss seamless finish of Desco Glazetite 
offers stubborn resistance to dirt and stain 
penetration. 


WHERE TO SPECIFY 


Hospitals, Schools, Churches, Motels and Hotels, 
Institutions, Public and Commercial Buildings, 
Dairies, Breweries. 


Public buildings at famous Brandywine Raceway in Delaware feature interior 


walls of Desco Glazetite. Not only is this an “easy maintenance” solution, but In schools, and all buildings where public safety must be a prime 


Glazetite’s remarkable fire resistance builds extra safety into buildings that are consideration, Desco Glazetite provides maximum protection against 


usually jam-packed with crowds. the dangers of fire and smoke. 


WHAT THE U.L. RATING 
REALLY MEANS 


Testing procedures used 


Laboratories are extremely exacting. They involve 
a number of special calculations to determine an 
accurate fire hazard classification for materials 
compared relatively with known “combustibles” 
such as untreated red oak and known “non- 
combustibles” such as cement-asbestos board. 


In conducting these tests, the Underwriters’ Lab- 
oratories assures maximum accuracy by taking 
actual samples from factory production. Con- 
tinued assurance is provided by periodic spot 
checking after the rating has been awarded. In 
addition to fire hazard, classification tests also 
involve examination for toxicity, washability, 
resistance to sustained high temperature, etc. 
The Underwriters’ Report is readily available and 
it appears in the Underwriters’ Booklet which 
is published quarterly. You may obtain a detailed 
copy from your Desco Franchised Applicator. 


by the Underwriters’ 


Acetylene torch test substantiates U.L. findings. Here, Desco 
Glazetite remains unaffected by 2200° F flame. 


DESCO GLAZETITE ARCHITECTURAL SPECIFICATIONS 


Division—Special Coatings 
Section—Spray Applied Desco Glazetite 


MATERIALS AND WORKMANSHIP 


All materials shall be first quality, freshly 
compounded, and shall be applied by 
technically trained, factory approved me- 
chanics, using equipment specifically de- 
signed for this purpose. 


QUALITY STANDARDS 


The materials installed under this section 
must be listed by the Underwriters’ Lab- 
oratories in accordance with their stand- 
ards for incombustible coatings. The 
results obtained by the Underwriters’ Lab- 
oratories tests must meet or exceed the 
following standards: 

Flame Spread —o0 

Fuel Contributed —O- 5 

Smoke Developed — 0 - 10 


The smoke developed under the above 
rating must be non-toxic. This material 
shall be a minimum of 90% inorganic 
and shall not include any thermo-setting 
resins. 


The material installed under this section 
must be shipped to the job site in con- 
tainers bearing the Underwriters’ Lab- 
oratories Labels listing the above ratings. 


In addition to the above U.L. Ratings, 
the material installed under this section 
must meet the following minimum tests:— 


(1) Chemical Resistance — unaffected by 
industrial cleaning and maintenance 
compounds. Stains from the following 
must be readily removed using Min- 
eral Spirits:—Lipstick, Fountain and 
Ballpoint Ink, Grease, Pencil, Rubber 
Heel Marks, Petroleum Oil, Petroleum 
Grease, etc. 


(2) Fade-Ometer — No apparent fading 
after 48 hours exposure conforming 
to C.G.S.B. Schedule 4-GP-2, similar 
to A.S.T.M. No. D506-55. 


Scrubbability Test — No harmful af- 
fects after 5,000 cycles on a Gardiner 
Straight Line Washability Apparatus. 


Impact Resistance — This product 
must not show any signs of cracking 
until subjected to an impact of 50 - 
60 In. Ibs., with the impact being 
delivered to a 5/8’’ diameter hemi- 
spherical punch by a 2 Ib. hammer. 


PREPARATION 


All surfaces which are to be coated with 
Desco Glazetite, shall be prepared by 
others as set out elsewhere in this speci- 
fication, and to the approval of the archi- 
tect and this contractor as follows:— 

(a) Plastered surfaces shall be installed 
in accordance with standard plaster- 
ing practice, giving a water-troweled, 
smooth finish. In below grade instal- 
lations, or in shower and wet areas, 
cement plaster is to be used. Light 
weight aggregates, such as Perlite, 
Vermiculite, etc., may be used in the 
base coat in lieu of sand, but must 
not be used in the finish plaster coat. 
The finish coat must be installed as 
herein stated. While Coat Plaster is a 
satisfactory backing, however, par- 
ticular attention is directed to the 
longer drying and curing period of 
this material when used as a backing 
for this product. 


Standard building blocks and brick 
walls are to be installed plumb and 
true, free of excess mortar, and all 
joints must be neatly tooled. 


Dry wall construction shall be in- 
stalled in accordance with the manu- 
facturer’s specifications with regard 
to taping and flushing of all joints 
and nail indentations. 


(c) 


(d) All new surfaces must be properly 
cured and dry. Moisture content shall 
not exceed 16%. Walls below-grade 
shall be suitably waterproofed from 


the outside by others. 
(e) 


Plumbing fixtures, toilet and movable 
partitions, radiators, grills, etc., shall 
not be installed until the installation 


has been completed. 


(f) Painting and decorating, including in- 
stallation of resilient floor covering 
shall be completed after the coating 
has been applied. Hard floors and 
base such as concrete, ceramic tile or 
terrazzo shall be completely finished 
before this contractor commences his 


operation. 


(g) Wall temperature is to be maintained 
at a minimum of 50 degrees F. dur- 


ing the application procedure. 


APPLICATION PROCEDURE 


(1) Preparation consisting of masking all 
areas not to receive Desco Glazetite. 


(2) Application of Desco Glazetite in ac- 
cordance with manufacturer’s instruc- 
tions, and to the color and texture 
as selected by the specifying au- 


thority. 


OTHER CONDITIONS 


Sufficient time shall be allowed this con- 
tractor to complete the application of the 
above operations and at no time shall 
speed of project completion or unsuitable 
drying conditions be allowed to detri- 
mentally speed up these operations. 


At the completion of the installation an 
inspection shall be made jointly by this 
contractor and the General Contractor to 
obtain the approval that the coated sur- 
faces are free of damage. It will then be 
the responsibility of the General Con- 
tractor to protect this work from subse- 
quent damage. 


Contractors must submit proof, in writing, 
to the architect, prior to the bidding, that 
the material being quoted has been tested 
by U.L. and that the U.L. Label Service 
is in force. 


The General Contractor shall provide suffi- 
cient electric power, light and heat at the 
application site to permit the proper ap- 
plication of this product. 


Bids shall be based on the use of the 
brands and quality as herein specified. 
If Contractor desires to use materials of 
a manufacturer other than those specified, 
then he shall make the request in writing 
to the architect and must receive the 
architect’s approval of such other ma- 
terials in writing a minimum of 48 hours 
before the closing bids. 


COLOR SELECTION 


All color selections shall be made and 
approved by the architect before this 
contractor may proceed with this applica- 
tion. 


DESCO ARMITE 


a thermo-setting, pure epoxy 
resin-based coating 
formulated to withstand 
tremendous chemical 

and physical abuse 


For interior use in all types of buildings, eco- 
nomical Desco Armite can be spray-applied to 
any sound masonry or metal surface. It is rugged, 
durable and exceptionally chemical resistant. 
During the curing cycle a molecular cross-linking 
takes place which assures Desco Armite its long 
serviceable life. 


WHEN TO SPECIFY 


when maximum chemical resistance is required 


Desco Armite is virtually unaffected by most 
acids, alkalis and solvents. 


when the need is for exceptional 


weather resistance 


Colorfast and waterproof, Desco Armite is ex- 
cellent for curtain wall construction and other 
exterior uses. 


in heavily abused areas 

Desco Armite cures to a tough, flexible film that 
offers maximum abrasion and impact resistance. 
for outstanding beauty with economy 


Whether applied in plain colors or in a combina- 
tion of beautifully spotted or mottled effects, 
Desco Armite is decorative, inexpensive and easy 
to maintain. 


WHERE TO SPECIFY 


Dairies, Breweries, Food Processing Plants, 
Churches, Schools, Hospitals, Institutions, all 
Public and Commercial Buildings. 


DESCO V)!RO-GLAZE 


a cement-based, inorganic, 
decorative coating... 

that has yet to wear out 
On a job! 


Properly spray-applied by factory trained me- 
chanics, this remarkable wall coating is perma- 
nent. Why? Because its continuous surface fuses 
to a wall chemically — without special bonding 
agents. Desco Vitro-Glaze is a unique applica- 
tion of time-tested products — 90% silica sand 
and cement — forming a glass-hard surface 
slowly cured to maximum strength. These have 
produced a monolithic finish with limitless dura- 
bility, low initial cost and ease of maintenance. 
Desco Vitro-Glaze is truly “chemistry in cement.” 


WHEN TO SPECIFY 


When good looks must be maintained with a 
minimum of upkeep. 


Desco Vitro-Glaze is available in a wide variety 
of color combinations — allowing unrestricted 
design. The vitreous textured surface tends to 
diffuse rather than reflect light, thus eliminating 
glare, while at the same time hiding natural 
voids and imperfections in concrete block, brick 
and other similar surfaces. 


when the need is for thoroughly 


sanitary conditions 


The highly glazed surface of Desco Vitro-Glaze 
resists dirt and stain penetration as well as mois- 
ture, grease, acid and alkali fumes, even live 
steam. 


for maximum resistance to impact and abrasion 


Desco Vitro-Glaze withstands repeated heavy 
physical and thermal shocks. 


in areas where the fire hazard is a factor 


Tests prove that Desco Vitro-Glaze is “substan- 
tially incombustible.” 


WHERE TO SPECIFY 


Hospitals, Schools, Churches, Institutions, Public 
and Commercial Buildings, stairwells, lobbies, 
gymnasiums, washrooms, classrooms, corridors. 


DESCO TONECRETE 


the lowest cost inorganic 
coating available... for 
interior and exterior use 


And Desco Tonecrete is exceptionally decorative 
too — this dramatic new concept in the finishing 
of masonry surfaces allows you to choose not 
only color but coarse or fine texture — flat or 
semi-lustre finish. Coupled with this versatility 
are the practical properties of durability, pro- 
tection, interior and exterior application and 
the lowest cost for an inorganic coating on 
the market. 


WHEN TO SPECIFY 


to avoid costly “film failures” 


Tonecrete prevents costly, unsightly “film fail- 
ures” by allowing the normal transmission of 
moisture vapor. Tonecrete far surpasses the 
breathing properties of standard oil-based and 
emulsion type masonry coatings. This outstand- 
ing feature provides extra protection against 
failures due to efflorescence, condensation, and 
trapped water vapor. 


for maximum resistance to oxidation 


and weather exposure 


Since over 90% of the cured film is inorganic, 
it does not suffer from the deteriorating effects 
of oxidation and weather exposure. 


when protection against fire hazard is vital 


Independent laboratory tests indicate that Tone- 
crete does not start to burn until subjected to 
approximately 1600°F. 


WHERE TO SPECIFY 


Churches, Schools, Hospitals, Institutions, Public 
and Commercial Buildings, over poured con- 
crete, pre-cast concrete, stucco, plaster, brick, 
metal, unglazed tile, dry wall. 


DESCO NEULON 


now at last! 
all-weather protection 
for roofs of unusual shape 


Now, no matter how steeply pitched — how 
unusually contoured — you can specify long- 
term, low-cost protection and beauty for roofs 
with new Desco Neolon. Its weatherability is 
remarkable—in hot or cold temperatures. It flows 
on evenly to adhere permanently to any archi- 
tectural shape, thereby eliminating the contin- 
uous repair to building and substrate required 
by conventional roofing materials. And for all 
its tough practicality, Neolon presents a hand- 
some appearance. 


WHEN TO SPECIFY 


When maximum versatility is required — 
whether by reason of the unusual shape of the 
roof or the surface to be covered. Neolon can 
be applied over plywood, portland cement, con- 
crete, asbestos cement board, hard fiber board, 
metal and insulating concrete. When installed, 
it offers a tough, durable, weather-tight surface 
with excellent flame resistance and exceptional 
inherent elasticity to bridge hairline cracks. 


WHERE TO SPECIFY 


Schools, Commercial and Industrial Buildings, 
Churches and Public Buildings. 


DESCO TEXTANE 


a textured coating formulated 
with poly-urethane resins and 
specially selected, graded 
aggregates to combine 
beauty with outstanding 
exterior durability 


Desco Textane is a breathing coating! This out- 
standing feature permits the normal transmission 
of water vapor, eliminating film failures. Desco 
Textane exceeds A.S.T.M. Breathing Standard as 
proven by Test Method 7£E96-53T. Extra pro- 
tection resists deterioration resulting from efflo- 
rescence and condensation. 


WHEN TO SPECIFY 


Where chemical and weather resistance 
is important 


The use of polyurethane resins in the Textane 
formulation offers high resistance to deteriora- 
tion resulting from exposure to chemicals and 
chemical fumes. 


Weather-Ometer and Fade-Ometer tests also 
prove Desco Textane to be a superior coating 
under all climatic conditions. 


Where custom color is desired 


Desco Textane is available in a wide range of 
beautiful decorator colors from soft delicate pas- 
tels to bold mass tones. Texture variations permit 
a diversity of decorative effects unmatched by 
other exterior coating materials. 


Where versatility is a key factor 


Installation techniques allow variations in the 
coating thickness to provide filling and hiding 
over rough or porous masonry surfaces. 


Desco Textane works ideally to cover a wide 
range of surfaces from concrete block to cement 
asbestos board. 


WHERE TO SPECIFY 


Churches, Dairies, Hospitals, Breweries, Schools, 
Institutions, Public and Commercial Installations. 


DESCO ACOUSTICOTE 


a spray applied textured 
coating that provides 
excellent acoustical 
characteristics 


Desco Acousticote is a continuous film composed 
of a blend of resins, fibers and sound-absorbing 
particles which trap sound waves. 


WHEN TO SPECIFY 


Where economy and fireproofing are vital 


Desco Acousticote is incombustible. Direct bond- 
ing eliminates need for flammable adhesives. 
Desco Acousticote is also less expensive than 
other forms of acoustical treatment. 


Where strength and beauty are desired 


Desco Acousticote is stronger than most spray 
applied acoustical materials . . . clings tenacious- 
ly to any sound backing material and comes in 
an attractive texture and color range to provide 
versatile and protective beauty. 


WHERE TO SPECIFY 


Libraries, Schools, Auditoriums, Theaters, Hospi- 
tals, Offices, Public Areas, Corridors and 
Institutions. 


You've made the choice of Desco, using all the specialized 
knowledge your professional training and experience give 
you. Be sure that you get what you specify. _ 


If Desco products are written into general painting specifica- 
tions, there is always the danger that an ordinary painting 
firm, unskilled and unfamiliar with the very technical proper- 
ties and application of coatings like Desco will bid on the 
job. Then, the standards that you have set for construction 
will not be maintained. 


In school corridors and stairwells durable, 
decorative Desco Armite offers abrasion and impact 


resistance with minimum upkeep. 


View of the $1,500,000, 150-foot-high Newark Airport Control 
Tower built by the Port of New York Authority for use in air 
traffic control. To guard against maintenance problems 

created by heavy traffic, Desco Vitro-Glaze was installed in all 
lobbies and corridors. 


Desco Nyocon makes for attractive, low cost curtain-wall 
panels in the Redeemer Lutheran Church of Owatonna, Minn. 


On Atlanta, Georgia’s new “Commerce Building” the elasticity 
of Desco Vinyl maintains smooth unbroken exterior. 


BE SURE! SPECIFY DESCO PRODUCTS UNDER “SPECIAL COATING” 


A further reason for specifying under “special coating:” 
Desco-trained applicators can formulate special consistencies 
to take care of any unexpected problem that may arise. 
Right on the job, they can adjust for surface defects and 
vary pigment, without affecting the final curing of the 
coating. 


Be sure. Always specify Desco products under “Special 
Coatings.” 


JESCO INTERNATIONAL ASSOCIATION 
FRANCHISED APPLICATORS 


U.S.A. 


ALABAMA 

Wilson and Mankin 

788 Scottdale Road 

Decatur, Georgia 

ALASKA 

Warren Painting Co., 

321 Second Ave. 

Anchorage, Alaska 

ARIZONA 

A & B Trottier Co., Inc. 

6136 Quail Run Road 

Scottsdale, Arizona 

CALIFORNIA 

Desco Vitro-Glaze of 
California, Inc. 

P.O. Box 3862 

So. El Monto, California 

Desco Vitro-Glaze of 
San Diego 

8104 Commercial St.- 

La Mesa, California 

COLORADO 

J. B. Martina Mosaic Co. 

2075 Bryant Street 

Denver 11, Colorado 


CONNECTICUT 


The Frank P. Goodwin Co. 


68 Thompson Street 
New Haven 11, Conn. 


DELAWARE 
Selby, Battersby & Co. 
5220 Whitby Avenue 
Philadelphia 43, Pa. 
DISTRICT OF COLUMBIA 
Selby, Battersby & Co. 
522 ‘Whitby Avenue 
Philadelphia 43, Pa. 
FLORIDA 
Steward-Mellon Co. 

of Jacksonville 
945 Liberty Street 
Jacksonville, Florida 
Steward-Mellon Co. 

of Orlando 
2210 Alden Road 
Orlando, Florida 
Steward-Mellon Co., 
5101 E. Hillsboro Ave. 

at Overpass 
Tampa, Florida 
GEORGIA 
Wilson and Mankin 
788 Scottdale Road 
Decatur, Georgia 


Dan J. Sheehan Co. 
209 East Broad Street 
Savannah, Georgia 
Steward-Mellon Co. 

of Jacksonville 
945 Liberty Street 
Jacksonville, Florida 


HAWAII 


Honolulu Roofing Co., Ltd. 


1392 Kapiolani Blvd. 
Honolulu, Hawaii 


IDAHO 

Desco Products of Utah 
362 East 600 South 
Centerville, Utah 


ILLINOIS _ 
Desco Vitro-Glaze of 
Illinois, Inc. 


4401 So. Harlem Ave. 
Stickney, Illinois 


Desco Coatings of 
Missouri, Inc. 

5715 Manchester Ave. 

St. Louis 10, Missouri 


INDIANA 

Indiana Desco, Inc. 

5345 Winthrop Ave. 

Indianapolis 20, Ind. 


Desco Vitro-Glaze Co. 

of Illinois, Inc. 
4401 South Harlem Ave. 
Stickney, Illinois 


1OWA 


Sioux City Mosaic Co., Inc. 


West First & Rebecca Sts. 
Sioux City, lowa 


KANSAS 

Desco Coatings of 
Kansas, Inc., 

7525 Floyd Street 

Overland Park, Kan. 


LOUISIANA 

Chartres Company, Inc. 
2121 Chartres Street 
New Orleans, Louisiana 


MAINE 


The Frank P. Goodwin Co. 


68 Thompson Street 
New Haven 11, Conn. 


MARYLAND 

Selby, Battersby & Co. 
5220 Whitby Avenue 
Philadelphia 43, Pa. 


MASSACHUSETTS 


The Frank P. Goodwin Co. 


68 Thompson Street 
New Haven 11, Conn. 


MICHIGAN 

C. L. Wolff & Sons 
Desco Vitro-Glaze Div. 
1735 Territorial Road 
Benton Harbor, Mich. 


MINNESOTA 

Arrigoni Brothers Co. 
817 Vandalia Street 
St. Paul 14, Minnesota 


MISSOURI 

Desco Coatings of | 
Missouri, Inc. SE 

5715 Manchester Ave. 

St. Louis 10, Missousi_ 


Desco Coatings of 
Kansas, Inc. 

7525 Floyd Street 

Overland Park, Kan. 


MONTANA 

Arrigoni Brothers Co. 
817 Vandalia Street 
St. Paul 14, Minnesota 


NEBRASKA ~~ 

Universal Terrazzo & 
Tile Company- 

4213 North 20th Street 

Omaha 11, Nebraska 


NEVADA 

C. Solari and Sons, Inc. 
165 Hubbard Way 
Reno, Nevada 


Desco Products of Utah 
P.O. Box 439 

362 East 600 South 
Centerville, Utah 


NEW HAMPSHIRE 


The Frank P. Goodwin Co. 


68 Thompson Street 
New Haven 11, Conn. 


NEW JERSEY 

Desco Vite Glaze Co. 
of N. nc. 

1301 Onn: ae Ave. 

New York 59, N. Y. 


Selby, Battersby & Co. 
522 ‘Whitby Avenue 
Philadelphia 43, Pa. 


NEW MEXICO 

J. B. Martina Mosaic Co. 
2075 Bryant Street 
Denver 11, Colorado 


D E S$ C10 


NEW YORK 

Collum Acoustical 
Corporation 

51 Wilkeson Street 

Buffalo 2, New York 


Desco Vitro-Glaze Co. 
of N. Y., Inc. 

1301 Oak Point Ave. 

New York 59, N. Y. 


Desco Vitro-Glaze of 
Schenectady, Inc. 

2675 Curry Road 

Schenectady 3, N. Y. 


Desco Vitro-Glaze of 
Central New York, 
Div. of Holmes Bros., Inc 

436 East Washington 
Street 

Syracuse 3, New York 


NORTH CAROLINA 
Desco Coatings of N.C. 
P. O. Box 2017 
Greensboro, N. C. 


NORTH DAKOTA 
Arrigoni Brothers Co. 
817 Vandalia Street 
St. Paul 14, Minn. 


OHIO 

Ardit Mosaic-Tile & 

Marble Co. Box 5786, 

Upper Arlington Branch 

ae Chambers Rd.) 
olumbus 21, Ohio 


Desco Coatings Div. 
A. J. Vater & Co., Inc. 
1511 Stratmore Ave. 
Pittsburgh 5, Pa. 


OKLAHOMA 

Desco Coatings of 
Kansas, Inc. 

7525 Floyd Street 

Overlaaad Park, Kan. 


OREGON 

Roedel Tile 
Contracting Co. 

666 North Thompson 

Portland, Oregon 


PENNSYLVANIA 


Selby, Battersby & Co. 
522 ‘Whitby Avenue 
Philadelphia 43, Pa. 


Desco Coatings Div. 

As J: Vater GiCo. Inc, = 
1511 Stratmore Ave. 
Pittsburgh 5, Pa. 


RHODE ISLAND 


The Frank P. Goodwin Co. 


68 Thompson Street 
New Haven 11, Conn. 


SOUTH CAROLINA 
Dan J. Sheehan Co. 
P. O. Box 1012 
209 East Broad St. 
Savannah, Georgia 


Wilson and Mankin 
788 Scottdale Road 
Decatur, Georgia 


SOUTH DAKOTA 
Universal Terrazzo & 
Tile Company 
4213 North 20th St. 
Omaha 11, Nebraska 


TENNESSEE 

Wilson and Mankin 
788 Scottdale Road 
Decatur, Georgia 


TEXAS 

Desco Vitro-Glaze of Tex. 
816 Grainger Street 

Fort Worth, Texas 


INTERNATIONAL 
P.O. Box 74, Buffalo 5, N.Y. e 


UTAH 

Desco Products of Utah 
P. O. Box 439 

362 East 600 South 
Centerville, Utah 


VERMONT 

The Frank P. Goodwin Co. 
68 Thompson Street 

New Haven 11, Conn. 


VIRGINIA 

Selby, Battersby & Co. 
5220 Whitby Avenue 
Philadelphia 43, Pa. 


WASHINGTON 

Desco Vitro-Glaze of Wash. 
4102 Stoneway 

Seattle 3, Washington 


WEST VIRGINIA 

Desco Coatings Div. 
A. J. Vater & Co., Inc. 
1511 Stratmore Ave. 
Pittsburgh 5, Pa. 


WYOMING 

Universal Terrazzo & 
Tile Company 

4213 North 20th St. 

Omaha 11, Nebraska 


U.S. VIRGIN ISLANDS 

Desco Products 
Caribbean, Inc. 

PHOnBoxe2ZtZ5 


St. Thomas, U.S. Virgin Is. 


CANADA 


ALBERTA 

Desco Vitro-Glaze Co. 
of Alberta, Limited 

10660-1001 Street 

Edmonton, Alberta 


BRITISH COLUMBIA 
Sansan Installations, Ltd. 
1964 West Georgia St. 
Vancouver 5, B. C. 


MANITOBA 

Engineered Products 
1288 Pembina ake 
Fort Garry, Manitoba 


NOVA SCOTIA 
Ralph H. Connor 
15 Poplar Grove 
Halifax, Nova Scotia 


ONTARIO 
—Desco Vitro-Glaze 
(Ontario), Ltd. 
4 Kincort Street 
Toronto 15, Ontario 


Algoma Tile & Colourcrete 
358 Lake Street 
Sault Ste. Marie, Ontario 


Desco Products of 
Kitchener 

310 Louisa Street 

Kitchener, Ontario, 


. Childs, Limited Ee tt 


me 


308 Simpson Street 
Fort William, Ontario 


Colautti Brothers, Ltd. 

2490 McDougall Street, 
Box 85 

Windsor, Ontario 


Oliver Comisso & Son, Ltd. 
62 Copper Street 
Sudbury, Ontario 


Desco Vitro-Glaze of 
Hamilton 

143 Hester Street 

Hamilton, Ontario 


Durie Products Div. 
18 Pretoria Avenue 
Ottawa, Ontario 


Pidutti & Fabbri 
P. O. Box 302, 
83 College St. West 
Belleville, Ontario 


Spada Tile, Limited 
54 Joseph Street 
Kingston, Ontario 


QUEBEC 

Desco Vitro-Glaze 
Enterprises, Inc. 

815 Painchaud Ave. 

Quebec, Quebec 


Quebec Desco Vitro- 
Glaze Engr. 

185 St. Sacrement Ave. 

Quebec, Quebec 


Desco Coatings of 
Montreal 

202 George V. Lachine 

Montreal 32, Quebec 


SASKATCHEWAN 
Antonini & Sons, Ltd. 
1544 Albert Street 
Regina, Sask. 


Antonini & Sons, Ltd. 
626 Broadway 
Saskatoon, Sask. 


YUKON & NORTHWEST 
TERRITORIES 

Sansan Installations Ltd. 

1964 W-Georgia St. 

VancouvVer 5, British 
Columbia 


AFRICA 


Desco Vitro-Glaze 

African Division 

P. O. Box 1199, 

Hatfield Road 

Salisbury, South 
Rhodesia, Africa 


AUSTRALIA. 


Desco Vitro-Glaze 
A/sia) Pty. Ltd. * 
38 Bell Street 
East Preston 
Melbourne N. 18th 
Australia 


ASIA 


Artistic sonsthaction 
Commercial 

Int. P. O. Box #1211 

Seoul, Republic of Korea 


ASSOCIATION 


315 Symington Ave., Toronto 9, Ontario, Canada 
ah 


PRINTED IN U.S.A 


